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Electronic
Controliers and
Iindicators.

All-electronic indicating, alarm/control and
annunciating instruments designed for superior
visibility, accuracy and ease of installation.
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D we deliver. analog. edgewise. rounds. squares. and more. on time.



@ INTERNATIONAL INSTRUMENTS

Lumigraph’

INDICATING, ALARM/CONTROL,
ANNUNCIATING METERS

[] Display and Alarm circuitry
independent of one another.

[ Plug-in replaceability.

[J Low power drain, noise immunity,
cool running owing to C-MOS
circuitry.

(] High resolution, high accuracy.

[1High +0.5% resolution, accuracy of
over +1.0%. High reliability.

[ Optically-isolated inputs.

[J Simplified, one-man installation
with easy-locking swing-up catches.

[ Front replaceable display and
scales.

This 6-inch line-powered all-electronic instrument has a gas-discharge
display comprising 203 closely spaced elements, each 0.150 inches wide.
Measured variables appear as neon orange bars, alarm setpoints as
bright red bars (flashing optional). Self-contained unit requires only signal
and power input (120 VAC, 50/60Hz) for operation.

Retransmission option, not always available with competitive meters,
permits user to get back a signal in engineering units proportional to the

input signal. (e.g. If input is O to 1 mil, the user can display 0-1 mil in

[] Retransmission available.

Verigraph

INDICATOR /CONTROLLER METERS AND METER RELAYS

[(Brighter, more colorful vacuum fluorescent displays.

[CIChoice of colors — blue -green, yellow, blue or green.

[(JUp to 40% less costly than
comparable D’Arsonval units.

(JAvailable in two sizes —
to serve as easy replacement
for existing 3%2-inch
or 6-inch edgewise units.

Verigraph is an electronic bargraph with annunciating
and control capability. It is designed in two sizes — to
serve as easy replacement for either existing 3%-inch
or 6-inch edgewise units. The vacuum fluorescent
display — either 51 or 100 segments — is the brightest
bargraph display available today. Standard colors are
blue -areen, yellow, blue or green.

units of his choice, 4-20mA or whatever.)

Verigraph panel meters. These indicator-only models

are designed for high visibility display of signal
intensity. (Bargraph and moving-pointer versions are
also available.) Most standard process signals can be
displayed . Optional front-adjusted “memory bars,” with
twice the brightness of the other segments of the graph
can be set to mark desired signal strength.






